
AWS GROUP LTD, 43 MAURICE RD, PENROSE      P: +64 9 622 4601      E: INFO@AWSGROUP.CO.NZ      W: AWSGROUP.CO.NZ

REORDER
5L

20L

AWS GROUP LIMITED, 43 MAURICE ROAD, PENROSE  P: +64 9 622 4601  E: INFO@AWSGROUP.CO.NZ  W: AWSGROUP.CO.NZ   

PHOS ATTACK

EXPIRY DATE:

BATCH NO:

LITRES:

First Aid:
If Swallowed: Give 1-2 glasses 
of water or milk. Do not induce 
vomiting. If on Skin & Clothing: 
Immediately remove clothing. 
Rinse skin with water. Wash 
contaminated clothing before 
reusing. If in Eyes: Rinse with 
water for 5  minutes. If Inhaled: 
If breathing is difficult, remove 
to fresh air and keep at rest 
in a position comfortable for  
breathing.

Medical Assistance: 
If discomfort persists call your 
nearest Medical Centre or the 
Poisons Centre 0800-764766 for 
advice. Have this label or Safety 
Data Sheet on hand.

Storage: Store in original 
container locked  in a cool dry 
well-ventilated place. Keep from 
freezing. Do not store with food 
products and in areas that are 
accessible by children.

Emergency Response:
Contain spillage and absorb 
with mineral sponge or other 
inert material or absorbent. 
Dispose of contaminated 
absorbent in accordance with 
local regulations and by-laws.

PHOS CLEANER 
SANITISER

PHOS ATTACK is a highly acidic 
hard surface cleaner and sanitiser. 
It removes water hardness, surface 
rust from ferrous metals, milk-stone 
deposits and sanitises in one 
operation. It can be used with CIP 
equipment, spray systems, soak 
tanks or manually. 

Directions: 
•	 Scale Removal: use 1:50 to 

remove water hardness deposits 
or milk-stone in CIP systems. 
Circulate at 60°C for 30 minutes 
then rinse. Cooler water may be 
used with higher concentrations 
or longer contact times. Rinse 
with cold water.

•	 Automatic Dishwasher de-
scaled dosing (20mL/L), then 
running for 15 minutes. 

•	 Rust Removal: Neat or diluted 
up to 30%

•	 Apply to surface for 5 - 30 min. 
Rinse with cold water.

•	 Hooks, Slides and Gambrels: Use 
at 6% at 80oC for 10 minutes.

Safe Practice: On completion, all 
food contact  surfaces must be 
rinsed with potable water before  
production restarts.

Hazards:
6.1D: Substances that are acutely toxic  
 - Oral
6.1E: Substances that are acutely toxic 
 - Dermal
8.1A: Substances that are corrosive to metals
8.2C: Substances that are corrosive to   
 dermal tissue
8.3A: Substances that are corrosive to   
 ocular tissue
9.1D: Substances that are slightly harmful  
 to the aquatic environment or are  
 otherwise designed for biocide action  
 (H401) 
9.3C: Substances that are harmful to   
 terrestrial vertebrates

Precautionary Measures:
Read this label before use.
Keep out of reach of children. Wash hands 
thoroughly after handling. Do not eat, 
drink or smoke while using this product.
Wear protective gloves/protective 
clothing/eye protection/face protection. 
Do not mix with other chemicals. 
Avoid release to the environment.

Contains: 550g/L phosphoric acid, 
wetting agents, and alkyl benzyl dimethyl 
ammonium chloride. 

MPI Approval C38  (all animal products 
except dairy).
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PHOSPHORIC CLEANER SANITISER 

PHOS ATTACK is a hard surface cleaner and sanitiser. It removes 
hard milk stone deposits and sanitises in one operation. It also 
removes rust from ferrous metals and protects against subsequent 
re-rusting. It can be used with CIP equipment, spray systems, soak 
tanks or be applied manually.

DIRECTIONS

•	Dilute 1:50 (2%) to remove water hardness deposits or milk-stone 
in CIP systems. Circulate at 60°C for 30 minutes then rinse with 
cold water. Cooler water may be used with higher concentrations 
or longer contact times.

•	Automatic dishwashers are best descaled by shutting off 
the automatic feed and dosing as above then running for 15 
minutes. Where circulation is not possible, scale removal may be 
accelerated by using hotter water, longer reaction times or by 
scrubbing.

•	Rust removal: Use neat or diluted up to 30% (300ml/litre). Apply to 
surface for 5-30 minutes then rinse with cold water.

•	Hooks, slides and gambrels, use at 6% (1:16) minimum at 80°C for 
10 minutes.

APPROVALS

MPI Approved C31 (all animal product except dairy).

RUST REMOVAL

ALWAYS WEAR THE 
APPROPRIATE PPE: 
SAFETY GLASSES, GLOVES, 
GUMBOOTS, OVERALLS

PHOS ATTACK

PROPERTIES

Appearance:                                      
Clear red/pink Liquid

Odour: Characteristic

pH:  <1.00

Specific Gravity: 1.30

STORAGE                                                     
Store in original container locked 
in a cool dry well-ventilated 
place. Do not store with food 
products and in areas that are 
accessible by children.

CONTAINS
Phosphoric Acid and quaternary 
ammonium compounds.

HARD SURFACE CLEANER/
SANITISER

CIP DESCALER

LOW FOAMING


